
 

 

Reinforced Arch Greenhouse 

3 х 4 m, 3 x 6 m 

Assembly and installation manual 

 

 

 

 

The greenhouse shall be assembled by two people 
on a windless day, using the following tools:  

 
1. Square-faced shovel  
2. Step ladder 
3. Phillips screwdriver  
4. Wrench 8mm – 10mm  
5. Electric drill  
6. Utility knife  
7. Carpenter's level  
8. Rope (to measure diagonals)  
9. 6 m tape measure  
10. Hammer  

 
 

Package contents: 

 

 

Package contents: 
 
1. Sides with a vent window and a door – 2 pcs.  

2. Arches (shaped tube 25 х 25)  

3. Polycarbonate 4 mm (sheets 2,1 х 6 meters)  

4. Lower base – tube 25 х 25 – 2 pcs.  

5. Top rails – tube 25 х 25 - 3 pcs.  

6. Cockspur handle – 4 pcs.  

7. Self-tapping screws – pressure plate 4,2*25 with rubber-lined washer 5*16. 54 pcs (6 m). 38 pcs (4 m)  

8. Self-tapping screws – pressure plate 4,2*16 – 164 pcs.  

9. Cap screws m6 х 60 – 21 pcs (6 m), 15 pcs (4 m)  

10. Nut m6 – 21 pcs (6 m), 15 pcs (4 m).  

11. Washer 6 – 21 pcs (6 m), 15 pcs (4 m)  

12. Hook – 2 pcs.  
 
Fig.1. 

 

 



 

 

 

 

 

 

Greenhouse assembly 
 

Step 1 To assemble the greenhouse, level the surface of the designated site so that the roughness 
height does not exceed 5 cm. 

 
Step 2 Prior to assembly and installation of the framework, cover the sides with the polycarbonate 

using self-tapping screws 4,2*16 and the electric drill. 
1 sheet of polycarbonate 2,1 х 6 is enough to cover the sides. 

 
 

Fig. 2. Polycarbonate nesting arrangement for the sides 

Step 3 Assemble the greenhouse sides and arches on the bottom rails and connect the arches, using 
self-tapping screws 4,2*16 and the electric drill. 

 

Fig. 3. Arches and sides assembly 



 

 

 

Remove the external protective film from the sheets when the polycarbonate sheets are 

assembled and fastened. Cut out a vent window and a door with a sharp knife. 

 

 

 

Step 4 Attach the top rails to the arches using bolted connections. 
 

Fig. 4. Top rails fastening 

Step 5 Level the greenhouse and check the diagonals. 
 

Cover with overlapping polycarbonate sheets. They should overlap approximately by 10 cm, thus it is 
necessary to fasten the joint of two sheets simultaneously. 

 
Please, keep in mind the direction while fastening the polycarbonate to the framework: fasten the 

polycarbonate to the arch, for instance, from left to right, slightly straining it and pressing it to avoid 

bubble formation between the arch and the polycarbonate.  

DO NOT fasten the polycarbonate to the arch base on the both sides, and then to the top.  

If necessary, the projected polycarbonate may be cut with a knife below the base frame. To prevent 

perspiration and to protect from insects, the polycarbonate may be sealed with scotch tape or covered 

with specific U profile (not included into the package). 

Fig. 5. Polycarbonate fastening 
 



 

    

 

 

 

 

 

Lock installation 

The locks should be installed on the sides 

(door and vent window) on the inside of the 

polycarbonate 

Fastening with self-tapping screws  

The handles should be installed on the sides 

(door and vent window) on the outside of the 

polycarbonate 

Step 6 Install single lock handles on the doors and vent windows 

Step 7 To finish the assembly procedure, reinforce the greenhouse with metal (or other) pins in the 
ground and dig the greenhouse on both sides. Digging is necessary to ensure a more secure fixing of 
the structure on the site and to prevent from breaking the framework down if strong winds occur. 

 
Step 8 Use the greenhouse for its intended purposes! 

Requirements to operation conditions: 
 

The covered greenhouse is designed to withstand maximum snow load 70 kg/m2 and maximum wind 
speed 15 m/s. 

 
In case of strong wind, it is necessary to provide additional fixation to the ground or foundation  

(4 in. x 4 in. or 6 in. x 6 in. treated timber). 
 

In case of heavy snowfalls and formation of a snow cap more than 20 cm thick on the greenhouse 
cover, it is necessary to clean off the snow carefully by sweeping. 

 
It is NOT recommended to uninstall the greenhouse after the installation since it damages the 

product. Indeed, since the polycarbonate is perforated during installation (with screws, for doors and 
vent windows, etc.), you will damage it by boring holes repeatedly. 

 
For more information, please contact us. 

 
We wish you wonderful harvests! 


